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Pump Size/Bore/Configuration

Pump Size
Suction 

Bore
mm (inch)

Discharge 
Bore

mm (inch)

Stainless
Steel

(Standard)

Pump 
Design

Pressure

Impeller
Type

K-type Magnet Coupling (1~5HP)

MP210 25 (1”) 20 (3/4”)

SUS316
AISI316

ACI-CF-8M

145psiG
(1.0 MPaG)

Closed
Impeller

MP220 25 (1”) 20 (3/4”)

MP221 25 (1”) 20 (3/4”)

MP222 25 (1”) 20 (3/4”)

MP420 40 (1-1/2”) 25 (1”)

MP421 40 (1-1/2”) 25 (1”)

MP541 50 (2”) 40 (1-1/2”)

MP542 50 (2”) 40 (1-1/2”)

V-type Magnet Coupling (5~20HP)

MP4220 40 (1-1/2”) 25 (1”)

SUS316
AISI316

ACI-CF-8M

174psiG
(1.2 MPaG)

Closed
Impeller

MP4220LF 40 (1-1/2”) 25 (1”)

MP5225LF 50 (2”) 25 (1”) 232psiG
(1.6 MPaG)

MP5430 50 (2”) 40 (1-1/2”)

174psiG
(1.2 MPaG)

MP8415 80 (3”) 40 (1-1/2”)

MP8420 80 (3”) 40 (1-1/2”)

MP8515 80 (3”) 50 (2”)
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